
      
        
          
    
      
        


	
          Links   
        
	
          Downloads   
        


  

    

        
        Website durchsuchen

        
            
            nur im aktuellen Bereich
        


        

        
          
            


Suche
        
      
    

    


  	
        
          
          
            Deutsch
            de
          
        
      
	|
	
        
          
          
            English
            en
          
        
      



  Zurück zur Startseite
  
  [image: LS-DYNA - FEM Software und Dienstleistungen von DYNAmore]

      
        
          Navigation ein-/ausblenden
          
          
          
        
      


      
        	ProdukteProdukte	LS-DYNA
	Modelle
	Pre- and Postprocessing
	Optimierung
	Prozesskette
	Materialkarten


	ServicesServices	Berechnung im Auftrag
	Entwicklung im Auftrag
	Forschung
	Material Competence Center


	FortbildungFortbildung	Seminare
	Konferenzen
	DYNA-Examples


	UnternehmenUnternehmen	Profil
	Ansprechpartner
	Standorte
	20 Jahre DYNAmore


	NewsNews	Pressemitteilungen
	DYNAmore Newsletter
	Hans Newsletter
	FEA Newsletter
	DYNAmore auf Veranstaltungen




      

  
            
              
                Toggle navigation
                
                
                
              
            

            

          
        
        
      
      
      
    
      
        	
            Handbücher
          
	
            Anwendervorträge
          
	
            Präsentationen
          
	
            Broschüren
          
	
            DYNAlook
          
	
            Firmenlogo
          


      

    

  
          


  
    Sie sind hier
    	
        Startseite
      
	
        
          Download
          
        
      
	
        
          Anwendervorträge
          
        
      
	
        
          2008 Deutsches LS-DYNA Forum
          
        
      
	
        
          dokumente
          
        
      
	
        
          
          Effiziente Ermittlung von Dehnraten- und Versagensparametern für die Fahrzeug-Crashsimulation mit LS-DYNA
        
      


  




      

      
      
        
          
      

      
      

    
        

        
          

    

    
      
        
          
            

          

          
            
  Effiziente Ermittlung von Dehnraten- und Versagensparametern für die Fahrzeug-Crashsimulation mit LS-DYNA
  Determination of material data for automotive crash simulation is a costly and time consuming process. Especially the measurement of material behaviour like strain rate sensitivity and stress state dependent fracture is a difficult task for experimental testing. Therefore a novel and efficient material data determination process is introduced including standard quasistatic tension and compression tests and dynamic 3-point-bending and compression tests. The 3-point-bending and compression tests are carried out with the innovative material testing device Impetus©  developed by 4a engineering GmbH. Using this device and the coupling of experimental, simulation and optimization methods (also called system identification or reverse engineering methods) strain rate dependent hardening parameters can be determined for sheet metals, plastics and foam materials. The fracture behaviour of ductile metals is characterized with the fracture model of Johnson&Cook based on the results of quasistatic tension and shear tests. The benefit of the developed process is validated material data for crash simulation models, the inexpensive determination of strain rate sensitivity and fracture behaviour and a standardized material data determination method. 
  https://www.dynamore.de/de/download/papers/forum08/dokumente/B-II-04.pdf/view
  https://www.dynamore.de/@@site-logo/DYNAmore_Logo_Ansys.svg
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